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, ten years of development

In 2010, XP Metal Detectors invented  and revolutionized the world of detecting.
The unique  wireless technology, its performance, its telescopic stem, its updates and many up-
grades, HF coils, connected MI-6 Pinpointer, X35 coils and more has made it a top seller throughout the 
world.

Now discover , a new revolution !

Today, XP is once more pushing the limits by creating 
detector with unique features and performance :

  
-

tecting requirements: no audio latency, automatic On/Off, sophisticated processor with resonances and 

on 

this manual was printed.
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Metal detecting is a fascinating hobby that can bring you huge satisfaction. However, some basic learning 

its operation on suitable practise ground.

-

garden would probably be one of the most unsuitable places to begin as there is too much domestic 
waste in the vicinity.

To test whether the site is suitable for practising, sweep the coil over the ground as if detecting. Move 
somewhere else if you hear a multitude of sounds. Once you have found a suitable spot, arrange your 

of the device and guarantee better perception of targets.

Optimize your searching

high speed while detecting will certainly give you 
a global ‘snapshot’ of the site. However, clearly this 
method of detecting will also leave large swathes 

-
ly overlaps the previous one so that the zone not 
scanned by your coil is as small as possible.

by sweeping more slowly. This particularly applies 
-
-

ing for deeper targets.
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a target in Motion mode, sweep the place where you heard the 
-

of the spot where the sound is loudest. If necessary, indicate 

-
taining your target at the intersection of the two sweeps, where 

target. The loudest and highest pitched audio signal indicates 
the centre of the coil and therefore the position of the target.

You can also use non-motion mode, where the coil does not 

1 charging cable for three components and remote updates.
1 coil connection clamp.

1
2
3
4
5

9

6

10

9 10

2 3 41 5

6
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Insert the rubber washer inside the lower 
stem.

Position the lower stem on the coil.

Position the screw. 

1

2

3

4

Insert the remote.

to one of the three positions 
and replace screw.

1 2

1 2
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90

90

F NF

G.IDGND

OPTION

T.ID46

wired headset

display with Ground level Your ground effect correction.

Program no.

Increase values.

Ferrous / Non ferrous display

send the target indication to 
the smartphone with Go Terrain.

Decrease values

Digital scale of target conductivity from 0 to 99.

Mineralization strength.

* alternative screen:

OPTION
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-
dence on deep targets. This damp / wet soil subtraction thus attenuates the very low electric conductors 

 has the advantage of offering a wide range of programs suitable for all ground and search condi-
 uses different 

-

best possible way. These frequencies can then be subtracted to remove electrically-conductive soils or 
added together to help locate a wider range of targets. The processing platform information used for each 

 !

 very 
effective in mineralized and polluted ground when searching for the smallest targets.

-
eralized ground.

 
-

-
activity at 3 instead of 2.5 and uses the square audio feature. These three settings combined allow the 

normally polluted. 

-
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-

is intended for highly-mineralized gold-bearing ground. Gold nuggets are often seen as the 

ground above and below your Ground setting.

and below this ground setting.  
-

dered by shallow ferrous items and above all the ground effects that may distort deeper signals. You will 
then be able to identify deep masses by the longer sounds. Depending on the ground and your patience, 

DIVING
or simply on wet sand. Its very low and medium subtracted frequencies will better locate valuable targets 

Diving. It is well suited to wet zones.

targets without loosing performance on bigger targets. This is the deepest beach program for wet condi-
tions but also the most reactive.

and notice instability :

   

   

Prg. 10 - DIVING                  
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Press  .
 .

 to return to the main menu.

ferrous items

Ferrite   Foil
Thin coins 
Poor alloys

€/$/£

large silver and 
copper coins

9022
T.ID G.ID

 

-
ing that removes a large proportion of the troublesome ground effects.

The metal target conductivity scale below from -6.4 to 99 will give you an idea of 
the display and discrimination range :

I    95

I       5   

One of the advantages and special features of  is its programs, as they use different combina-

-

-

OPTION

90

90

F NF

G.IDGND

OPTION

T.ID46
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6.0

6.053

Press 2 Tones - 3 Tones - 4 Tones - 5 Tones. 
Press  to access the screen. 

Press 

-

Press 

-  or  .  
-

such as iron, nails, aluminum foil, different coins, etc. The lowest pitched tone is as-

9010
T.ID G.ID

Tones - Threshold and tones settings

90
T.ID G.ID

TONE 1

.

2 tones - 3 tones - 4 tones - 5 tones

Tones

Pitch 

603 Hz. Press -  or  .

9004
T.ID G.ID

Discrimination value. These are the same settings.

04
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The Notch complements the discrimination: it enables a "target window" to be re-

-  and  the Notch at 

Notch

90

90

34 - 40
T.ID

T.ID

G.ID

G.ID

-  and .

slow down the sweep speed over a suspicious target this will help to better identify.

-
tivity.

in pro-
portion to their conductivity.

9005

90

T.ID

T.ID

G.ID

G.ID

2

 inside  and press .                 

-
-

and increase Threshold 2 to 46.

Multi-Notch

You will notice that the factory programs 
to 25. The very precise multi-frequency processing of  can subtly notch the wet zones in the soil 

Full tones 

 



90
T.ID G.ID -

-
ling caused by ferrous items.

2

90

93
T.ID G.ID

Determines the device’s sensitivity level from 0 to 99.

in trashy areas or close to power lines, fences, radio-relay stations, etc.

Do not test your device indoors as there is considerable electromagnetic and met-

 

I     2

I     3  

90

2
T.ID G.ID

90

2
T.ID G.ID

-
ing to their distance from the coil.

Threshold 

I      95

I       0

I       3

I     95

 .                 
-  and  .

If several targets with different conductivity levels are a problem, you can activate 

You will notice that the notched zones are grayed out in the conductivity bar on the 
main search screen.

N1

46

65
T.ID G.ID

90

Gold nuggets or relics items buried deeply in mineralized ground can generate a similar signal to a ferrous 

Multi-Notch ...



coins than a low frequency. The best option is therefore to use  on its simultaneous programs as 

range of targets. 

-
netic environment or if you prefer to focus on a particular target category.

Frequency

90

2
T.ID G.ID

-

-
tivity. The general sensitivity should be reserved for cases where the instabilities I     2

I     3  

-

this setting will not effect higher conductive targets.
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FMF multi frequency programs

Mono-frequency program

-

ground, non-magnetic.

25.5 
T.ID G.ID

I      3

I     2.5  

90

5
T.ID G.ID

I      3

I     2.5  

90 Manual : Press -    or 

Press  to start an automatic scan.

Press -  or 

Press  then shift the main frequency with -  and  or start an automat-

ic frequency scan by pressing .

Type of target detected is largely de-
pendent on the frequency: 

These graphics illustrate the sensi-
tivity and the ability to discriminate 
ferrous items depending on the fre-
quency as well as the advantage of 
multi-frequency programs as they 
cover a wide spectrum of targets. 

-
gram that can vary depending on the 
programs and ground conditions.

FMF
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-
crimination setting, which normally means iron.

-

soil penetration can be  drastically reduced as can the ability of a detector to 

high degree of reactivity which will help to speed up the signal analysis. On the 

Iron volume

T.ID G.ID

2.5
T.ID G.ID

machine more sensitive to deep targets.

-

90

90

3

I      4

I     2.5  

I      4

I     6.0 

No 
sound

sound

Full
sound

0 to 1

2 to 2.5 General use, ground with little iron contamination.

3 to 5 iron-contaminated and/or mineralized ground.

ring completely from the iron. The audio signal fully 
indicates the target.

ring. The audio signal partially indicates the target.

longer and completely hides the ring.
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-
pression of greater power, but does not provide any additional depth as this setting 

levels give a good perception of depth.
4

T.ID G.ID
90

I     93

I     6.0

In terms of pure performance, the greatest detection ranges are obtained with low reactivity levels. How-

Depending on the reactivity level, the length of the audio signal varies when it passes over a target, the 

the performance settings, as this may hinder you from distinguishing good and bad sounds.
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90

90

F NF

G.IDGND

OPTION

T.ID46 90
T.ID G.ID

90

Ground

OPTION

ground is mineralized. Pump the coil on the ground several 
times to assess it with more precision.

Your actual current ground effect setting.  

Intermediate zone          Ferrous         Non ferrous...

0    

Ferrite

-

 Illustration of the soil zone in the inland programs :

Press 

 I. This is practical 

Grab Mode

From any menu, you can calibrate the ground effect at any time by 
while you pump the coil on the soil until 

the ground audio signal is attenuated and the value is stabilized. 

 

±
 1

5
 c

m 90

9046
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Magnetic ground 

average value. This mode can be useful if the ground mineralization is relatively uniform and changes 
slowly. This mode is not suitable in ground where mineralization has been generated by old human set-

mode as a preference.

90
T.ID G.ID because their values are similar the soil values. The Magnetic Ground setting allows 

you to accept low tones generated by the ground, ferrite, meteorites as well as dis-

and the most stable.

a positive sound.

Manual Mode 

-  and  to achieve the same values.

Manual mode is not available in multi-frequency programs, as it would be tedious to set each frequency 
independently. The Grab mode advantageously allows to capture the ground value of each frequency 
simultaneously. 



24

90
T.ID G.ID

2
                
 1 = Most unstable level           3 = Most stable level

-
mented to signal certain targets through mineralized soils.

 
 I, it 

 

in both these programs. Occasional ground variations and large mineralized stones with a different value 
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PINPOINT mode is used to operate the coil motionless above a target. It is useful for locating metal targets 
inside houses and cellars and is also widely used to follow underground metal pipes.

Position the coil barely off the 
ground and to the side of the 

target. Press  to calibrate 
the threshold.

Move the coil slowly across the 
target.  The loudest sound and 

highest audio pitch indicates the 
target position.

-
prove the target location: Position the coil 

close to the target but not on the center. 
Press  to re-tune the threshold then locate 

the target as step 1.

mode:

threshold is lowered in proportion to the level of the target to reduce its detection 
zone and thus localise it better in the following pass.

-
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Equalizer  

-  or  for 2 sec.  

To alter the wireless headphone volume from the remote control or hear the beep from the remote control 

Press  OPTION .

 .

-  and   .    

Note that you can use the following audio outputs at the same time : 
 

 
 

Over and above a simple low/high audio setting, the equalizer can correct the 

your hearing preferences. You can thus set the low tones to around 150 Hz, the 
medium low to around 450 Hz, the medium high to around 2000 Hz and the high 
to around 4000 Hz.

Press  OPTION

, increase or 
decrease the level. 

One of the many innovations of  incorporates the very latest in audio processing. You can now 

OPTION 90
T.ID G.ID

OPTION 90

TYPE

T.ID G.ID

2

150 450

90
T.ID G.ID

OFF

The remote control battery life is 30 h on the wireless headphones output, but drops to 15 h with the 

to 0 to increase battery life. 



 

 gives you a wide choice of sounds and sound offsets. You can use total-
ly different audio types depending on your preferences and the surrounding envi-

by softening the low signals caused by interference, whereas others will discern 

sounds based on the target depth or size.

 I or the wired range.
It is dynamic and informative through its wealth of harmonics that vary according to the amplitude of the 
signal and therefore giving the operator a good indication of the depth or size of a target.

the signal, only its volume changes in relation to the deph or size of the target.

TYPE

OPTION

T.ID G.ID
90

may have changed since this manual was printed.



Press OPTION  choose  then  .      

Display

Diving mode

OFF - 3s - 10s - 60s - 120s - ON     

%

-

DIVING

OPTION

90

90

ON
T.ID

T.ID

G.ID

G.ID

OPTION 90
T.ID G.ID

OPTION 90
T.ID G.ID
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The target signature is displayed as an oscilloscope. The XY screen provides 
-

 

OPTION 9090

 

T.ID G.ID

OPTION

F

FNF

NF

OPTION

OPTION OPTION OPTION OPTION OPTION

-
tensity of the target to assess the depth. 

Display zone for
Ferrous targets

Display zone for 
 Non-ferrous targets

Display zone for  Non-ferrous 
targets

Display zone for
Ferrous targets

Non ferrous Non ferrous 
E.g. Foil Ferrous items

Ferrous cans and dif-

ferrous items.
  

Ground signature,  
ferrite and ceramics.

OPTION .

-  and -
play on stronger targets

X - Y screen

T.ID G.ID
90

X Y

G.IDT.ID
90

6

T.ID T.ID T.ID

T.ID

T.ID T.IDG.ID G.ID G.ID

G.ID

G.ID G.ID
90 90 90 90 90

90
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on the type of target in real time. Map a zone detected using the 

close to you.

type of target to your smartphone in real time. 

OPTION

Info

OPTION

T.ID G.ID
90

DIVING

INFO

This function activates an automatic scan of the detecting frequencies and lndi-
cates a clear channel with the least interference at every change of program 
or every change of frequency in the MONO program. The frequency scan is 
particularly fast on , however it will slow your navigation by 2 sec. when 
changing program.

OPTION 90
T.ID G.ID
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.                

-
grams from 13 to 24. 

turned off and restarted.

Programs

G.IDT.ID

OPTION 90

OPTION

 then . 
Enter the name of new program and .

To alter the name:
OPTION  .    

On the main menu, select the program that you want to delete from 13 to 24 with 
-  or  . 

Then OPTION  .                

OPTION

 to use it or pair a 
new coil.

Press OPTION  then the coil logo with -  and ,  
press .

Pairing

G.IDT.ID

OPTION 90

Delete a program

New coil pairing

 and press EDIT .

Manual Pairing : 

EDIT .  
-  and  choose the digit and press  to move on.

 .
 

4 seconds.

02 - - - - - - 

OPTION

EDIT

OPTION
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EDIT . Delete all digits with  then add 6 zeros "000000". Press 
.

coil/wireless headphones/pinpointer

Delete a coil from the list

G.ID

G.ID

T.ID

T.ID

OPTION

OPTION

90

90

Pairing XP wireless headphones

Delete XP wireless headphones

Press OPTION , with -  or  choose the headphone, then 
 .

Press OPTION  then  with  then 
.

serial number of your pinpointer displayed on the remote control. Then switch on 
 and its wireless headphones.

OPTION , Pinpointer logo choose , then .

To use the MI-6  without the , select programs 1 to 6 on the MI-6 menu. To 

indicates that you have entered the program selection mode. Press to correspond 

the audio chime indicates the MI-6 has returned to search mode.

G.IDT.ID

OPTION 90

OPTION

T.ID G.ID
90

Pairing the MI-6 Pinpointer

Delete the MI-6 from the remote control

It is impossible to pair a second set of headphones if there is one already paired. In this case, simply 
delete the original set of headphones from the remote control beforehand.

If no wireless headphones are paired, choose the wireless head-
phone logo when starting the remote control. The remote control will invite you to 
pair it by pressing the 

 Press OPTION , with -  or 
press  and switch on the headphones by holding the 
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6

Decrease programs and values  

Mode 

Manual switch ON

Increase programs and values

mode
-

POINT MODE

strength

6 -

   

 

The remote control is master and 
controls the coil, the functions and 
the settings

headphones

the settings and displays the targets.
- Identical performance.
- Very detailed graphic screen.

the settings and displays the targets.
- Identical performance.
- Very detailed graphic screen.

 and  

  and .

2 31

-



34

90
   

  and . 

  various menus offer this feature. 

 .

  

  and .

  from the various menus offering. 

 .

specially for our detectors, they function with the 

Headphone Menu

Headset Option

-

Foldable and lightweight Foldable and insulating

5
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not designed to sit on the ears but in front of them, 

These headphones can seriously damage your 

the remote control sets the volume to 5 at every 
start-up.

and thus transmit the sound better. It also avoids protruding and angular 

!   protect the connectors by tighten-
ing the waterproof cap. If salt water or sand has penetrated 
the connectors, rinse thoroughly with fresh water and dry 
before closing the plug for storage. Do the same thing if salt 

sound to the inner ear directly through vibrations applied 
to the bones, without straining the eardrums. Your ears are 
therefore free. In disturbed or noisy water, you can dive 
usefully with ear plugs to avoid infection or simply to iso-
late yourself better from noise. You will thus hear the sound 
perfectly by bone conduction whilst protecting your ears. 
You can also use these headphones on land with the free-
dom of being able to hear your surroundings or, converse-

ly, to isolate yourself from noisy surroundings, once again with ear plugs.

earplugs as they may damage the ear when diving.

  
.

the cochlea, or simply the vibrations depending on the type of alteration of the hearing sys-
-

ception depending on the disorder. 
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Target zoom screen

program number

The MI-6 has 50 levels of sensitivity via the remote control.
Press -   to increase or decrease the MI-6 sensitivity.

-

Press -  or 

Tone

30
TONE

TONE

TONE

The sound varies in tone and intensity, it is the default mode and 
offers fast target location.

Has a higher sound, intended for noisy environments. Target loca-

the same performance.

Press -  or  to switch from one mode to another.

-  or .  
Press , modify your settings and save them by pressing . Prg. 4 is created.

 and press .

MI-6 active display screen

-



12 h

 30 h

14 h

 15 h

*

-
turn to normal operation.

OPTION

EDIT

 

03 - - - - - - - - - - - - - 

The remote control battery life is 30 h on the wireless headphone output, but drops to 15 h with the loud 

Deactivate the unused outputs by moving them to 0 to increase battery life. 

  -

  -

  10 to 20 h

Depending frequency



unit supplied that can charge the three components simultaneously using the lead-output cable.

%. 

%.

in force.

!

Output 5V       

-
ing clamp.

correct connecting direction and avoid a reverse polarity. The clamp output must be facing towards the 
center of the coil as indicated below.
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discharges. They must not be dismantled or short-circuited, which is dangerous and could destroy the 

cycle is complete or after 3 hrs.

them to a designated collection point.

do not try to charge further.

 

!  
-

tector will void the XP warranty.

: The search coil battery 
is sealed for obvious reasons - safety and impermeability. It must be returned to our service department 
or an XP distributor for replacement. 

the battery cover is 
the one with the battery logo  .

returned to your retailer.

to dry for 24 hours. 

a two-year parts and labour warranty.

Xplorer cannot be held liable for any consequences arising from a failure to comply with the precautions 
for use.

Power adaptor
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Mandatory cleaning after using underwater

This is the plug for common use on land or for a submerged 
remote control up to 1 m.

depth. It balances the internal pressure to prevent the remote 

On land the red plug will not balance the internal pressure, 

than 1 m deep, screw in the 
red plug no. 2.

with fresh water.

Dry the detector with a towel.

Insert the gray plug no. 1 for all 
land use and up to 1 m deep 
water for the remote control.

-
nectors, fastenings and coil charging contacts are made from marine grade stainless steel. However, pre-

!   and before unscrewing the connector or plug. 
!  Tighten the plugs systematically to prevent any ingress of salt water or sand in the connectors on the re-

-
etrated, rinse the male and female contacts and the connector thoroughly with fresh water and leave to dry.

!  Never leave the remote control in direct sunlight,

of about 35 m/115 ft, so be careful.

20 M / 66 ft

1 M / 3 ft
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This aerial antenna ensures a perfect connection of radiowaves between the coil and the remote control 
. There is no need for this if you only submerge the coil by a few 

centimeters.

The aerial antenna comprises: 

 remote control.
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There is no detection sound in the headphones despite them being switched on 

The machine is over sensitive.

You are in a high EMI zone with a great deal of 
Move to a different zone.

There is a storm nearby and the electromagnetic 
discharges of lightning appears to be interfering 
with the detector.

 
Never detect in a lightning storm.

The ground is heavily infested with iron and oth-
er metals.

Find a less infested place - lower sensitivity 
Do not practise in your garden !

You have the wrong coil selected in the menu: 

The serial number of the coil that you have en-
tered in the remote control was incorrect or was 
changed inadvertently.

The battery is discharged.

The coil is defective.

The headphone has not been paired with the re-
mote control. 

with the coil.

Pair them.

You become aware of abnormal performance, instability, false signals or interference, for no apparent reason

There is no sound in the headphones when passing over a target and
pressing the buttons generates no audible beep

The module has come away slightly from the head-

The module maybe faulty.
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36 automatic channels

Detection

Display screen

Yes
Hip mount remote control case Yes
Headphones storage case

Mains power charger
Optional

Total detector weight with batteries

150 g
Headphone weight with battery 

130 cm

year warranty
Patents

Detection frequencies

99 levels

10 levels for each audio output

Iron Volume 6 levels
Multi Tones
Ground balance
Multi-Notch
Non-motion mode - Pinpoint
Discrimination
Threshold
Equalizer
Programs

General Features
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MI-6

-

FX-03

MI-4

22.5cm-9’’ FMF 

240
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MI-6/MI-4

PPCAP
VIS2.2*9.5TF
PPBLOCVIB-A
PPVIBR 
PPJTOR
PPJPLAT-A 
PP-S-BODY MI-6 / MI-4  

PP-S-CIRCUIT MI6/MI4 (without battery) 
PPBLOCFER
PPFER
D088M-WTUBE (battery)

WSAII-TOP            
WSAII-PCB (without battery)
WSAII-BACK
D088WS-WTUBE (battery)

D2-RC1-MAIN 
D2-RC1-TOP
D2-RC1-SPEAKER
D2-RC1-BOTTOM 
D2-RC1-WAVE

D2-RC1-PLUG 
D2-RC1-GREY1M 
D2-RC1-RED20M 
D2-RC1-PCBLCD(without battery)
D088M-WTUBE (battery)

WS6-TOP                                                   WS6-BACK
WS6-PCBLCD (without battery)                 D088WS-WTUBE (battery)

COIL COVER
COIL
D0894 
D038D

LOWER STEM 
D041
D04 
D061  

D05B-A
D06/DO6BLACK *
D042
D072

D071

2

2

5

5

9

3

3

6 10

4

4

11

11

12

12

13

1

6

9

10

10 *

13

1 6

2

3

4 9

5

1

1

2

2

3

3

3
3

1 1

2

2

3

3

3

3

1

1

2

2

4

4

4

4

4

4

6

6

3

3

5

5

9

9

10

10

11

11

10

1

1
1

4

4

4
4

4

4
9

6 6

3
3 3

3
3

3
3

2

2

2

5
5

1
2

2

1

1
1

1

1

10

41

1

1
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Prg 1 Prg 2 Prg 3 Prg 4 Prg 5 Prg 6 Prg 9 Prg 10 Prg 11 Prg 12

Discri
-6.4 to 

99
10 6.0 6.1 - -

1 tones

100 to 
993 
Hz

202 202 - - 202 202 202 - - 202 202 202

2 tones - - 644 - -

3 tones 644 644 - - 644 - 644 - - 644 644 644

4 tones - - - - - - - - - - - -

5 tones - - - - - - - - - - - -

150 to 
603 Hz 

- - - 362 - - - - - - - -

Full Tones
ON

/OFF
- - ON - - - - - - - - -

0 to 5 0 0 0 0 5 0 - - - 0 0 0

Notch 1
00-00 

to 
99-99

00-00 23-25 23-25 23-25 23-36 00-00 00-00 00-00 00-00 00-00 00-00 00-00

Notch 2 - - - - - - - - - - - -

Notch 3 - - - - - - - - - - - -

0 to 5 - - - - - - - 0 0 - - -

0 to 6 1 1 1 1 3 2 0 - - 0 0 0

0 to 99 95 90 90 90 90 93 90 95 95 93 95 95

1 to 9 9 9

Freq
0 to 6 - - - - - - - - - - - -

Frequency
FMF or 
4 to 45 FMF FMF FMF FMF FMF FMF 16.5 FMF FMF FMF FMF FMF

Iron 
Volume

0 to 5 3 3 - 3 3 3 3 3 3 3 3 3

0 to 5 2.5 2.5 3 3 2.5 2 2.5 2 1 0 0 0

5 4 4 4 4 5 4 3 5 5 5 5

Threshold 0 to 20 - - - - - - - 0 0 - - -

Grab /
Manual

60 
to 90

- - - - - - - - - - - -

OFF

Ground
1 to 3 2 2 2 2 3 1 - - - - - -

Magnetic
ground

/ - - - - - - - -

Type

PINPOINT
ON

/OFF
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-
-

ment and people.

 in your country.
 or custodian of the land before searching.

crossing.
- Fill your holes systematically so as to leave the locations in the state in which you found them.

-   that you have discovered to the relevant authorities. 

This declaration is made under the responsibility of the manufacturer :

-

Directive and the harmonized standards:

V3.2.2 

operation. 

-
ment 

conditions: 

of the device.



This product complies with standards for user safety with regard to electromagnetic waves. The strength 
-

headphones only act as a passive radio receiver.

-
alities described in this manual can differ slightly from the purchased product.

This detector is not suitable for searching for hazardous targets such as ammunition, mines, etc.

recycling electrical and electronic waste. This selective waste sorting and recycling helps to 

that could result from inappropriate scrapping, due to the possible presence of hazardous sub-
stances in the electric and electronic equipment. For more information on places for disposing 

 is a sensitive piece of electrical eqiupment, designed to be as robust as possible. Despite this, 

- Ideally you should discharge/recharge the batteries at least once a month and if possible store them at  
%

without protection.

detector is stored away.

cloth can be used to clean the non-waterproof parts
-

phone. Do not use solvent or alcohol.

-
plug it after use, if overheating or during another suspicious event.

-
turn it to your supplier, or directly to XP. The same is true for the lithium batteries which must be recycled 
appropriately.

© 2021 Xplorer sarl

-

without the consent of:

countries/regions in accordance with selective waste sorting procedures
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et seq. et seq. 
-

ranty for the 
 
This warranty does not cover :

in the device’s instructions.

warranty. If a faulty device has been replaced by a new or reconditioned one, the warranty will continue 
from the original purchase date.

Tel.:  05.34.43.10.52

Type Power

1 2.60 watts/hour 12 g

1 2.60 watts/hour 12 g

1 1.11 watts/hour 6 g

MI-6 Pinpointer 1 2.30 watts/hour 11 g

MI-4 Pinpointer 1 2.30 watts/hour 11 g







1
1 second the button 

Press the button on top left             for 2 seconds to switch off the remote control.

If you wish to change the main detection settings: 

Press , scroll through the functions, set with                and press             to return to the main menu.

1

1

2 3

4

2 3

2

3

4

-

Otherwise, to switch on 
the headphones press 2 

seconds  

 

 
 

headphone

Headphone
headphone

NOTE: a headset paired with the remote control will turn on and off automatically. 

-

-
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